






1. Remove security fixings.

A

3.  Remove fixings from c-profiles.

4.  Remove c-profile and brackets.
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A

A

B

2.  Remove panels. See Panel Assembly

5.  Remove suspension and grid. See
Emac

System Disassemblies

System 205

System 330

1.  Remove panels.

     See
Panel Assembly

2.  Remove fixings and J-bar. 3.  Remove wall fixings

     and closure angle.
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System Disassemblies

System 600
1.  Remove panels. See Panel Assembly 2.  Remove fixings from

     saucepan J-bar and remove.

A

B

3.  Remove fixings from support channel and remove.

A

B

System 500

1. Undo fixings and

remove locking plate.

2. Open baffle

     and remove.

A

3.  Separate backing

from acoustic baffle.

4.  Separate acoustic pad

backing components.

Acoustic

Insulation Core

Non-Woven

Tissue Facing

D

E

Panel Assembly with

Acoustic Pad Backing

Acoustic Pad

Backing Assembly

Steel Baffle

B

5.  Remove fixings and

carrier rail.

6.  Remove fixings and

brackets.

7.  Remove suspension and grid. See
Emac

B

A

A

B
1

1

2

2. Remove end caps.
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1. Remove profiles and end caps.

A
B

2.  Remove carrier fixings and

carrier.

B

A

System 700

System 710

System 720

System 730

System Disassemblies

1. Remove profiles.

B

4.  Remove suspension and grid. See
Emac

2.  Remove fixings from bracket

and unhook C-profiles

B

3.  Remove bracket.

1. Remove profiles.

2.  Remove fixings and carrier.
3.Remove bracket from channel.

4. Remove suspension and grid. See
Emac

A

A

4.  Remove suspension and grid. See
Emac

F

B

A

A

1. Slide clips off and profiles.

3.  Slide bracket off J-bar.

A

A

B

2.  Remove fixings from bracket and

unhook J-bar.

A

A

1

1

2

2

3

3

1

1

2

2

3

3

4

5

1

1

2

2

3

3

4

5

1

1

2

2

3

3

4

5



Page 7

System Disassemblies

System 750

System 740

B

A

4.  Remove suspension and grid. see Emac

F

3.  Remove fixings, slide brackets off profiles

A

2.  Separate end caps from profiles.

A

B

B

3.  Remove suspension and grid.

Steel Tubes

F

Aliminium Tubes

A

2.  Remove supension clips and profiles.

Steel End Caps

Aluminium End Caps

F

A

1. Remove fixings from

brackets, unhook profiles.

2.  Remove end caps.
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System Misc
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System Disassemblies

System 900

1. Unhook torsion springs,

remove panel assembly.

2.  Remove torsion springs

from panel assembly.

3.  Remove fixings, brackets

from panel assembly.

A

A

A

4.  Remove Pads.

Panel Assembly

A

B

A

6.  Remove fixings, threaded rod bracket.

7.  Remove suspension and grid. See
Emac

5.  Remove fixings, node plate.

B
F

All Steel Splices, Brackets All Steel Grid, Channels, Angles
All Perimeter Trims and other

Aluminium Extrusions, Aluminium

Brackets, Aluminium Panels

See

A

1

1

2

2

3

3

4

4
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6

For more information on recycling SAS products,

contact the SAS technical depeartment @

technicalsupport@sasint.co.uk
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